Monitoring well.

(A) If not otherwise regulated by the director, or another Ohio agency, board, or commission, then the "Ohio EPA Technical Guidance Manual for Hydrogeologic Investigations and Ground Water Monitoring," or other standards adopted by the director, shall be used as a guide for monitoring well construction and sealing to prevent the contamination of ground water.

(B) A monitoring well that is damaged or deteriorated shall be either repaired to a state consistent with construction requirements of paragraph (A) of this rule, or sealed in accordance with paragraph (A) of this rule.

(C) A monitoring well that is no longer being used shall be sealed in accordance with paragraph (A) of this rule.

[Comment: The "Ohio EPA Technical Guidance Manual for Hydrogeologic Investigations and Ground Water Monitoring," published in February 1995 and as amended through February 2009. This rule incorporates this guidance by reference. At the effective date of this rule, a copy may be obtained from "Ohio EPA, Lazarus Government Center, 50 West Town Street, Columbus, OH, 43215-3425," (614)644-3020, www.epa.state.oh.us. The document is available for review at "Ohio EPA, Lazarus Government Center, 50 West Town Street, Columbus, OH, 43215-3425."]

Effective: 09/01/2009

R.C. 119.032 review dates: 04/20/2009 and 09/01/2014

Promulgated Under: 119.03
Statutory Authority: 6111.42
Rule Amplifies: 6111.42(E)
Prior Effective Dates: 5/1/03